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Abstract. A study of dark current in digital imagers in digital single-
lens reflex (DSLR) and compact consumer-grade digital cameras is
presented. Dark current is shown to vary with temperature, expo-
sure time, and ISO setting. Further, dark current is shown to in-
crease in successive images during a series of images. DSLR and
compact consumer cameras are often designed such that they are
contained within a densely packed camera body, and therefore the
digital imagers within the camera frame are prone to heat generated
by the sensor as well as nearby elements within the camera body. It
is the scope of this work to characterize the dark current in such
cameras and to show that the dark current, in part due to heat gen-
erated by the camera itself, can be corrected by using hot pixels on
the imager. This method generates computed dark frames based on
the dark current indicator value of the hottest pixels on the chip. We
compare this method to standard methods of dark current
correction. © 2010 SPIE and IS&T. DOI: 10.1117/1.3358365
1 Introduction
We have previously shown that noise generated by ther-
mally excited electrons, so-called dark noise, in digital im-
agers can be corrected by analyzing the pixels that show the
greatest amounts of dark current. This method has shown to
work in general for charge-coupled devices1 CCDs as
well as for complimentary metal-oxide semiconductor
CMOS imagers.2 However, those studies had been carried
out on scientific-grade imagers where the temperature of
the imager can be carefully controlled, or in imagers out-
side of a camera body. This work demonstrates that the
same method can be used to analyze and correct dark cur-
rent for both CCD and CMOS imagers within digital
single-lens reflex DSLR and compact consumer cameras.
The measurement of dark current in consumer cameras
is obfuscated by inconsistent internal temperature within
the camera body and by camera manufacturers’ own efforts
to deal with dark noise. As dark current is one of the largest
sources of noise in digital imagers, camera manufacturers
implement their own systems for removing the noise to
provide better pictures at longer exposure times. Most com-
monly for images at long exposures, a second image with a
closed shutter will be taken after the initial image. This
second image is a dark frame, an image with no light sig-
nal, which is subtracted from the initial image to remove
the dark noise, and will ideally leave only the light infor-
mation. However, there are problems associated with this
method of correction. Foremost, this method is time con-
suming, as it is required after every exposure. Furthermore,
the camera will not be under identical conditions for the
second frame due to the generation of the first image itself.
As is shown in this work, the dark current is not consistent
from frame to frame and shows increasing dark current
with increasing number of frames taken in succession. This
is likely due to an increase in the internal temperature of
the camera. In addition, due to the statistical nature of the
dark current, even dark frames taken under identical condi-
tions will not necessarily have the same amount of dark
noise.
The very attributes that define the compact consumer
class of camera, their affordability and compact size, are
likely indicators that dark noise is a greater issue in this
class of camera. Dark noise is caused by defects and impu-
rities within the silicon of the pixel.3–5 The price point of
compact consumer cameras would seem to indicate that the
best digital imagers, in terms of lowest impurities and
therefore lowest dark noise, would be selectively chosen
for more expensive, higher-end cameras. Consumer cam-
eras are generally not cooled, and therefore heat will be
trapped until it can dissipate through the camera body; this
was found to take at least a few minutes for the DSLR
cameras we studied. Compact consumer cameras have the
various electronic elements of the camera confined to an
even smaller volume, suggesting a greater influence of heat
generated by the various elements on the imager, and there-
fore also a greater effect on dark noise.
To accurately study the dark noise in the cameras, it is
necessary to obtain images that have not been compressed
nor processed. The typical file generated by consumer cam-
eras is in the JPEG format, a format that allows for variable
levels of compression. However, the compression is not
lossless and some information, including some of the dark
noise signal, is lost in the compression routines. In addition,
many cameras will process the information from the im-
ager, such as by sharpening or color correcting the image,
in an effort to make the image more aesthetically pleasing.
These processing routines further obscure the original sig-
nal from the imager and further mask the dark noise. DSLR
models do allow the user to save images in a RAW file
format that does not suffer from loss of information due to
compression. However, the compact consumer models typi-
cally do not. To obtain uncompressed, unprocessed images
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in the RAW format, we used an open-source software pro-
gram called CHDK, which is designed to be used with
Canon cameras.6 In addition, CHDK allows for long expo-
sure time control. Unfortunately, this limited the study of
the compact consumer models to one manufacturer of cam-
eras, Canon.
Two of the DSLR cameras studied, the Nikon D70 and
Nikon D700, appear to have a median filter applied to the
image after collection, regardless of whether the noise re-
duction mode is turned on or not. A median filter removes
values of pixels with inconsistently large values, as com-
pared with their neighbors, by applying an average or me-
dian value of those neighboring pixels to the unusually high
valued pixels. The noise reduction mode appears to deal
with dark noise by taking a second image as described in
the previous paragraph. It was found that by enabling the
noise reduction mode and turning the camera off before it
was able to collect the second image, no median filter
would be applied to the image and the dark current in the
first image was saved.7
While camera manufacturers do deal with the problem
of dark noise in their cameras, they do not necessarily do
the best possible job. In addition to studying the behavior
of the dark current, we also attempt to improve on the dark
noise correction methods used by the camera manufacturers
by using the method of analyzing the hot pixels as dark
current indicators for the entire image.
2 Dark Current Behavior
Data were gathered from four DSLR models and three
compact consumer-grade cameras. Data are presented for
one DSLR camera, the Canon EOS-20D, and one compact
consumer camera, the Canon Powershot SD1000. In addi-
tion to the data presented for the Canon EOS-20D, dark
current data for a Nikon D70, a Nikon D700, and a Canon
EOS-20Da were taken and analyzed. These cameras all
generate 12-bit pixel values except for the Nikon D700,
which has a 14-bit pixel depth. In addition to the data pre-
sented for the SD1000, dark current from a Canon S2IS and
a Canon PowerShot A570 IS, both compact consumer cam-
eras, were analyzed. These cameras all generate images
with a 10-bit pixel depth. Images were taken in a
temperature-controlled, light-sealed enclosure. The cameras
were allowed to reach thermal equilibrium with the air in-
side the box prior to obtaining images, and the temperature
was monitored inside the enclosure throughout the image-
taking process. Data for one camera in each class are dis-
played next. The dark current behavior for each camera was
unique; however, the broad results of predictable dark cur-
rent with changes to temperature, ISO setting, exposure
time, and increasing exposure number within a set of data
are applicable to all of the cameras examined.
2.1 Canon EOS-20D
The Canon EOS-20D, introduced 19 August 2004, has a
22.515.0-mm CMOS sensor, with 8.2 million effective
pixels in a grid of 35222348 pixels. To initially gauge
the behavior of dark current in the Canon 20D, we col-
lected images at varying exposure times starting at 30 s,
decreasing in 5-s intervals to 5 s. Ten frames were taken at
each exposure time and an average was taken for each
pixel. The camera was set to an ISO setting of 1600, and
the external temperature within the enclosure was 24 °C,
with a temperature increase within the enclosure of ap-
proximately a degree for the entire run. Figure 1a shows
the response of eight pixels on the imager. Pixel coordi-
nates are given in parentheses for each pixel number. Pixels
1 through 7 are hot pixels to varying degrees, and pixel 8 is
an example of a typical pixel on the imager that appears to
have little dark current. After 20 s, there appears to be a
flattening of counts, with additional length in exposure time
resulting in marginal change in dark counts for all pixels.
As shown in Fig. 1b, when the exposures were taken such
that the 5-s exposures were taken first and then by increas-
ing intervals of 5 to 30 s, the counts no longer leveled off
after 20 s. Pixel 1 is saturated after 25 s at the maximum
count and therefore does not show an increase in counts
from 25 to 30 s. An increase in internal temperature of the
imager with each additional frame would result in more
dark current in images taken later on in the run. This would
affect the exposure time trend by apparently decreasing val-
ues for the exposure time taken first, and could account for
the trend seen in Fig. 1a.
Shown in Fig. 2 are the counts for eight pixels in the
Fig. 1 Exposure time dependence of dark current for eight Canon
20D pixels, taken at ISO=1600 and 24 °C. a 30-s images taken
first, decreasing to 5-s images. b 5-s images taken first, increasing
to 30-s images. Pixels shown are the same for both panels.
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30-s frames used to find the average in Fig. 1a. For each
pixel there is an increase in counts for each successive
frame, with an increase of a third or more from the first
frame to the last. This increase in value further lends evi-
dence to the possibility that the internal temperature within
the camera, and of the chip itself, increases significantly
from each frame to the next. As discussed in the introduc-
tion in Sec. 1, a common method for correcting for dark
current is to take a dark frame immediately after the initial
exposure. This method assumes similar conditions for the
two frames; however, from Fig. 2 it is evident that the act
of obtaining a frame has changed the condition of the im-
ager, and the second frame will likely have more dark noise
than the initial frame.
To further study the dependence of dark noise on pre-
ceding frames, we took 100 frames each with an integration
time of 30 s with 5 s between frames. The temperature
within the enclosure started at 24.0 °C and increased to
25.2 °C at the one hundredth frame. The hot pixels shown
in Fig. 3 show a large increase in dark noise from the first
frame to the last. The increase of 1.2 °C in external tem-
perature is not large enough to account for such changes in
dark noise, as is shown next. This again indicates that the
internal temperature of the camera and the temperature of
the sensor itself likely increase more dramatically than the
external temperature. In a series of multiple frames with a
rest period between sets of ten, it appeared, for this specific
camera, to take a rest period of two to three minutes for the
pixel values to return to where they started in the first
frame.
A series of exposures were taken in an attempt to more
accurately determine the pixels’ response to temperature.
The Canon 20D was placed within the enclosure with an
adjustable heater. The heater was set to maintain a steady
rise in temperature over a span of 105 min from a starting
temperature of 24.8 °C to the final temperature of 41.3 °C.
Exposures lasting 20 s were taken every five minutes at
ISO=800. Shown in Fig. 4 is the response of eight pixels
for this series. As is evident from the temperature response
of the pixels shown in Fig. 4, the extreme increase in dark
counts shown in Fig. 3 cannot be explained by change in
external temperature alone. An increase in counts for the
same pixels in Fig. 3 would require a temperature change
much greater than the change in external temperature
would suggest from the data shown in Fig. 4. In addition,
Fig. 4 highlights the possibility of using the pixels most
responsive to temperature changes as dark current indica-
tors. The pixel responses are predictable for temperature
and exposure time, and the hottest pixels, pixels with the
greatest dark current signal-to-noise ratio, can be used to
predict and correct the dark count of other pixels on the
imager.
2.2 Canon PowerShot SD1000
The SD1000, introduced 22 February 2007, has a 1 /2.5-in.
type CCD sensor approximately 5.74.3 mm, with 7.1
million effective pixels in a grid of 30722304 pixels. To
gauge the dark current response due to exposure time, we
took ten images for each exposure time of 1, 5, 10, 20, 30,
40, 50, and 60 s, with the 1-s set taken first and increasing
to 60 s. The camera was set to an ISO setting of 400 and
the external temperature within the enclosure was 24 °C.
The average was taken for each set of images after discard-
Fig. 2 Dark current dependence on frame numbers of eight pixels
for ten 30-s frames separated by 5 s between frames taken at
ISO=1600 and 24 °C. Same pixels as shown in Fig. 1.
Fig. 3 Dependence of dark current for eight pixels on frame num-
bers for 100 frames with an integration time of 30 s and a rest period
of 5 s between frames at ISO=1600. Same pixels as shown in
Fig. 1.
Fig. 4 Dependence of dark current for eight pixels on external tem-
perature. 20-s exposures taken with an ISO setting of 800. Same
pixels as shown in Fig. 1.
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ing the maximum and minimum values for each pixel. Fig-
ure 5 shows the exposure time dependence for eight repre-
sentative pixels on the imager. For each pixel, the pixel
coordinates are given in parentheses. Pixels 1 through 6 are
all hot pixels to varying degrees, with pixels 1 through 3
saturating within the taken regime and therefore not making
ideal indicators for this range. Pixels 7 and 8 represent a
more frequent pixel on the imager that has a smaller dark
current. Characteristic of this type of common pixel is an
increase in dark noise with increasing exposure time and a
fairly linear response, except for when the pixel begins to
approach the saturation level of 1023 counts.
Figure 6 shows the temperature dependence of dark cur-
rent for the same eight pixels as displayed in Fig. 5. Again,
each data point represents the average of ten frames, with
the maximum and minimum values for each pixel removed.
Dark current response versus temperature appears to be
predictable until values near saturation for the pixels in the
imager. Despite the claim by Canon that ISO sensitivity of
the SD1000 goes up to 1600, it was found that the dark
current does not change past a setting of 800 and deviates
from a linear dependence after a setting of 400. This ob-
served response may be due to additional processing done
by the Canon software to obtain effective ISO sensitivities
past 400, therefore it is not seen in this data due to use of
the CHDK software. Regardless, the dark current does
show a linear and predictable response for most of the ISO
range. Likewise, dark current response versus temperature
appears to be predictable until values near saturation for the
pixels in the imager, as shown for the eight pixels presented
in Fig. 6.
To ascertain the effect of increasing frame number when
multiple images were taken in succesion for compact cam-
eras, a set of 50 frames were taken with the SD1000 at an
ISO setting of 400, an integration time of 15 s, and with a
60-s rest between frames. The temperature within the en-
closure increased from 23.8 °C during the first frame to
24.3 °C during the last frame. Figure 7 shows the response
of eight pixels on the imager with these settings. Even with
a rest time four times greater than the integration time, the
dark current increases significantly from frame 1 to frame
50. As an example, pixel 1 nearly doubled in count, in-
creasing from 196 counts in the first frame to 342 counts in
the last frame, a relative increase of 74%. This increase
likely cannot be explained by the external temperature
change of 0.5 °C alone.
3 Method of Correction for Dark Current
Our method of correction is dependent on finding the chip’s
hot pixels—pixels that have higher than average values of
dark noise. These hot pixels are unique to every imager and
arise due to impurities within the pixel.4 To find the hot








weighti, j · pixelx + i,y + j , 1
where x ,y are the coordinates of the pixel on the image,
and pixelx ,y is its dark count. The weighti , j is chosen
to be dependent on a neighbor’s relative location to the
pixel so that the sum of all weighting factors equals zero.
Different weighting factors and numbers of neighbors can
Fig. 5 Exposure time dependence of dark current for eight pixels
taken at ISO=400 and 24 °C.
Fig. 6 Dependence of dark current for eight pixels on external tem-
perature. Taken with ISO=400 and an exposure time of 50 s. Same
pixels as shown in Fig. 5.
Fig. 7 Dark current dependence on frame numbers for eight pixels
taken at ISO=400, 24 °C, and integration times of 15 s, with a rest
period of 60 s between frames. Same pixels as shown in Fig. 5.
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be chosen. For the corrections done in this work, the center
pixel was weighted with a value of 1, the pixels on the
corners were weighted with a value of −0.05, and the
neighbors directly adjacent were weighted with a value of
−0.2. If all neighboring pixels have comparatively similar
values to the center pixel, the value for hotpixx ,y will be
close to zero. However, if all neighboring pixels have com-
paratively smaller values, the value for hotpixx ,y will be
large. Next, the values of hotpixx ,y are ranked and the n
hottest pixels are chosen. The average of hotpixx ,y for
the n hottest pixels is calculated and is used as a dark
current indicator for the chip Dind. Dind is dependent on the
imager’s temperature, the frame exposure time, and ISO
setting as shown before; however, knowledge of the actual
values for these parameters is not required and indeed not
used to calculate Dind. The values for hotpixx ,y are then
fitted as a quadratic least squares function of the indicator,
such that:
hotpixx,y = a · Dind
2 + b · Dind + c . 2
Pixels with poor fits are disregarded from the calculation.
The values for the fitting parameters a, b, and c can then be
saved for the hottest pixels along with the coordinates of
the hot pixels. The next step in the protocol is to determine
the counts of all pixels with respect to Dind. To accomplish
this, the counts of each pixel for frames taken with different
amounts of dark current are fitted with a quadratic least
squares fit versus the dark current indicator. Since the fit is
later used to calculate the dark count independently from
the neighboring pixels, the actual count of the pixels not
the counts with respect to the neighboring pixels is used to
determine the fitting parameters. Therefore, three matrices
are calculated and stored with unique a, b, and c parameters
for every pixel on the imager. These parameters can then be
used to evaluate the relative amount of dark current in any
image within the calibrated regime.
Figure 8 shows the dark noise indicator of a dark frame
for 100 indicator pixels on the Canon PowerShot SD1000,
as well as a line representing the median value of all the
indicators. The number of indicator pixels chosen 100 in
this instance is a result of choosing the n hottest pixels
2500 in this case and then filtering out pixels based on,
among other things, quality of fit to the quadratic param-
eters. The dark noise indicated by all the indicator pixels is
similar, but due to random noise there is a spread in the
values for the indicator. Therefore, a median value is taken
of all the indicators to determine a frame’s Dind value. The
median value can then be used in combination with the
three parameter files to calculate the appropriate amount of
dark current for every pixel on the imager. The advantage
of using the median over the mean is not immediately ap-
parent when calculating Dind values for a dark frame; how-
ever, when a light signal is also present on the imager, the
difference between the mean and median values can be
significant due to parts of the imager being exposed to rela-
tively greater amounts of light, creating an artificially el-
evated Dind for any indicator pixels in those regions. As-
suming an appropriately large enough number of chosen
indicator pixels, the median value will be less affected by
the light signal than the mean, and is therefore a better
indicator of the dark noise.
It was shown that each imager had pixels that demon-
strated predictable behavior on each imager to exposure
time, gain, and temperature. These pixels could therefore be
used to accurately predict the amount of dark current for all
pixels on the imagers.
4 Dark Current Correction
We again present data for only one camera in each of the
classes; however, similar results in correction were seen for
the Nikon D70, Nikon D700, and the Canon EOS-20Da in
the DSLR class, and for the other Canons the A570 IS and
the S2IS in the compact consumer class.
4.1 Canon EOS-20D
To determine the success of correction by the built-in noise
reduction mode on the Canon 20D, three dark frames were
taken. The first frame was taken such that the noise reduc-
tion mode was turned on, and the second and third frame
were taken with noise reduction turned to off. The third
image was subtracted from the second to obtain a corrected
frame. To test the relative success of correction, we calcu-
lated the standard deviation of the original frame and the
corrected frames. In an ideal correction, subtraction of a
second dark frame would yield a histogram with a narrow
distribution around the value of zero, with only small de-
viations due to shot noise, the noise due to the statistical
nature of the generation of dark current. A smaller standard
deviation of the corrected dark frame would indicate a bet-
ter correction than one with a larger standard deviation. In
addition, a large standard deviation indicates a dark frame
with large variations in the uniformity of dark noise. How-
ever, it is worth noting that using the standard deviation as
the sole means of testing the quality of correction is not
fully adequate, because it fails to take into account the ef-
fect that small numbers of outlier pixels with poor correc-
tion would have on the quality of the image. These pixels
would have values greatly deviating from the dark noise in
the original image, and therefore a correction would result
in these pixels showing up as either darker than their sur-
roundings due to an inaccurate overcorrection, or showing
up as much brighter than the surroundings due to an inac-
curate undercorrection. Ultimately these pixels do need to
Fig. 8 Dark current indicators for a dark frame on the SD1000 taken
at 30 s, ISO=400, and 24 °C.
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be properly corrected to obtain the most aesthetically pleas-
ing image; however, the standard deviation provides an eas-
ily comparable value that can be used to weigh the success
of correction. The histogram of the frame with the Canon
20D’s noise reduction mode turned on, shown in Fig. 9a,
has a standard deviation of 6.07 counts. The histogram is
centered on a positive value likely due to a shift in offset
such that the would-be negative values lie above zero as an
actual image cannot contain negative values. The histogram
of the corrected frame using another dark frame for correc-
tion, shown in Fig. 9b, has a standard deviation of 6.05
counts. The similar values of the standard deviations sug-
gest that the Canon 20D does indeed take a second dark
frame to subtract off the original image. Regardless, the
Canon 20D’s method of correction is shown to be no better
than using an individual dark frame for subtraction as a
method of correction.
To test the possibility of using the method of correction
discussed at the beginning of this section on the Canon
20D, a series of 30 images, five each at exposure times of
5, 10, 15, 20, 25, and 30 s, were used to generate the co-
efficients of correction. This represents a total of 525 s of
camera time. For comparison, we also used two other meth-
ods of correction, an averaged master frame and an indi-
vidual dark frame. An averaged master frame was gener-
ated by taking the pixel by pixel average, with maximum
and minimum values removed from the average, of nine
30-s frames. These images were taken after the image to be
corrected, and represent 270 s of camera time. Figure 10a
shows the histogram of the uncorrected frame. Two peaks
are apparent in the uncorrected frame, but are seen more
distinctly in Fig. 10c, the histogram of the calculated
frame, and Fig. 10e, the histogram of the master frame.
The peaks can be seen more distinctly in the average and
calculated frame due to longer observations and the corre-
sponding reduction in random noise. These peaks are
thought to be caused by specific types of impurities within
the imager.8 The dark current in the uncorrected frame was
removed by subtracting the frame generated by the three
methods discussed. The original uncorrected image has a
standard deviation of 15.36 counts. In Fig. 10b, the his-
togram for the correction using another individual frame is
shown. This histogram has a standard deviation of 12.44
counts. Figure 10d shows the histogram for the correction
using the calculated frame that has a standard deviation of
9.31 counts. Figure 10f shows the corrected frame with a
standard deviation of 9.28 counts. Thus the correction using
the calculated frame has a 39% decrease in standard devia-
tion compared to the original frame, shows a similar im-
provement as an averaged frame, and improves on the cor-
rection using an individual frame.
Once the coefficients are calculated for an imager, dark
frames can be quickly calculated for any exposure time
within the calibrated region. A 15-s frame taken with an
ISO setting of 1600 and at a temperature of 23 °C was
corrected using the method of calculation. The same coef-
ficients that were calculated for the 30-s image were used
to calculate this correction frame. The histogram for the
original uncorrected image has a standard deviation of
11.59 counts. The correction using an individual frame has
a standard deviation of 9.56 counts, whereas correction us-
ing the calculated frame creates a histogram with a standard
deviation of 7.05 counts. The calculated frame decreases
the standard deviation of the original image by 39% and
again improves on the correction using a single image.
Similar corrections were done using calculated frames for
other exposure times within the calibrated region, and im-
provements were seen over the entire region compared to
the original frame and single frame correction.
It remains to be shown whether a series of dark frames
taken at different temperatures can accurately predict and
correct for dark current in an image taken at a given tem-
perature and exposure time within the calibrated range. Im-
ages were taken at external temperatures of 24, 30, 35, 40,
and 45 °C. Five frames at exposure times of 5, 10, 15, 20,
25, and 30 s at each temperature were used to generate the
coefficients of correction. This represents a total of 150
images and 2625 s of camera time. A calculated frame was
generated for a dark frame taken for 20 s at 30 °C with an
ISO setting of 800. The original uncorrected dark frame has
a histogram with a standard deviation of 10.09 counts. For
comparison, an individual frame, taken under the same con-
ditions as the original image, was used for correction, and
the resulting corrected frame’s histogram is shown in Fig.
Fig. 9 Correction of a 30-s, 800 ISO setting, 25 °C image. a His-
togram of the frame taken with Canon 20D’s noise reduction mode
turned on. b Histogram of a corrected frame using another indi-
vidual image for correction.
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11a. This resulting histogram has a standard deviation of
7.09 counts. Figure 11b shows the corrected frame’s his-
togram using the calculated frame for correction. This his-
togram has a standard deviation of 5.14 counts, an im-
provement over using an individual frame, and is 49%
smaller than the standard deviation of the original frame.
The generation of averaged master frames allows for
more accurate correction than a correction involving an in-
Fig. 10 Correction of a 30-s, ISO=1600, 23 °C image. a Histogram of the uncorrected frame. b
Histogram of the corrected frame using an individual frame for correction. c Histogram of the con-
structed frame. d Histogram of the corrected frame using the constructed frame for correction. e
Histogram of the master frame. f Histogram of the corrected frame using the averaged frame for
correction.
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dividual frame, as demonstrated before. However, the mas-
ter frame requires significantly more camera time than an
individual frame, and is only accurate if the images com-
posing the master frame are taken under the identical con-
ditions as the image to be corrected. Figure 12a shows a
histogram for the correction of the one hundredth image
taken in the series of images used to generate Fig. 3, using
an average master frame generated from the first ten images
in the series, with the highest and lowest value for each
pixel removed from the average. As noted previously, the
external temperature within the enclosure increased from
24.0 to 25.2 °C during this run; however, the temperature
of the sensor likely increased by significantly more. The
increase in temperature of the sensor from the first ten
frames to the one hundredth results in the bulge seen on the
positive side of the histogram’s peak. Due to many pixels
having more dark current in the one hundredth frame than
the first ten, a subtraction of the master frame results in
these pixels having a positive value after the correction.
Improvement in the standard deviation of the histogram is
still seen; before correction, the histogram of the image has
a standard deviation of 12.91 counts, and after correction
the histogram has a standard deviation of 8.08 counts. Fig-
ure 12b shows a histogram of a corrected frame using a
calculated frame from the coefficients for the same fitting
as the previous correction. Using this method, the corrected
frame has a standard deviation of 6.55 counts, a decrease of
49% compared to the original frame, and an improvement
over the master frame correction. Small temperature fluc-
tuations of 1 °C would not be uncommon over a session of
image taking and, as shown in Sec. 2, the internal tempera-
ture of the imager itself likely changes by more for a long
run of images. Therefore, a master frame generated from
dark frames taken before or after many other frames will
not provide accurate correction. The computed frames
show better results, since the dark count is calculated based
on the actual chip temperature.
4.2 Canon PowerShot SD1000
To test the possibility of dark noise correction in the
SD1000 using hot pixels as indicators of dark current in an
image, we took three dark frames each at 24 °C, with an
ISO setting of 400, at 1, 5, 10, 20, 30, 40, 50, and 60-s
exposure times, representing a total of 648 s of camera
time. These frames were used to generate the coefficients of
Fig. 11 Correction of a 20-s, ISO=800, 30 °C image. a Histogram
of the corrected frame using another individual frame. b Histogram
of the corrected frame using the computed frame.
Fig. 12 Correction of a 30-s, ISO=800, 25 °C image. a Histogram
of the corrected frame using an averaged master frame taken at an
external temperature of 24 °C. b Histogram of the corrected frame
using the computed frame.
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correction. A computed dark frame was generated for a
dark frame taken with an exposure time of 30 s taken at
24 °C, and with an ISO setting of 400. Correction was
done by subtracting the original image from the computed
image. For comparison, we also used for subtraction both a
single dark frame and an averaged master frame using four
images. The averaged master frame was generated by tak-
ing a pixel by pixel average of the four frames, with the
maximum and minimum values removed from the average.
Shown in Fig. 13 are the histograms for the original image
Fig. 13 Correction of a 30-s, ISO=400, 24 °C image. a Histogram of the uncorrected frame. b
Histogram of the corrected frame using an individual frame for correction. c Histogram of the master
frame. d Histogram of the corrected frame using the master frame for correction. e Histogram of the
computed frame. f Histogram of the corrected frame using the computed frame for correction.
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Fig. 13a, the corrected frame after subtraction of a
single dark frame Fig. 13b, the averaged master frame
Fig. 13c, the corrected frame after subtraction of the
averaged master frame Fig. 13d, the computed dark
frame Fig. 13e, and the corrected frame after subtraction
of the computed frame Fig. 13f.
The histogram of the uncorrected frame shows a single
sharp peak with low dark current values and a steady de-
crease in frequency of pixels at higher dark current values.
This trend continues until saturation with 135 pixels read-
ing saturation. This histogram has a standard deviation of
18.6 counts. Standard deviations of the corrected frames are
12.0, 10.1, and 9.5 counts for corrections using the single
frame, the averaged master frame, and the computed frame,
respectively. Thus the correction using the computed frame
has a 49% decrease in the standard deviation compared to
the original, and shows an improvement over the use of
both the single frame or the averaged master frame correc-
tions.
An advantage of using the computational method of cor-
rection is that it does not require dark frames to be taken at
the same time as the original image with the same exact
settings. To show that the computational method can work
on dark frames not taken with any of the same settings as
the dark frames used to generate the coefficients of correc-
tion, a computed frame was generated for a dark frame
taken at 64 s with an ISO setting of 100 and at an external
temperature of 36 °C. The histogram for the original frame
has a standard deviation of 16.8 counts and is displayed in
Fig. 14a. The histogram for the corrected frame after sub-
traction of the computed frame is shown in Fig. 14b. This
histogram has a standard deviation of 7.8 counts, a decrease
of 54% from the original.
5 Summary
Dark current within consumer cameras has been shown to
vary with exposure time, temperature, and ISO setting. In
addition, operation of the camera itself has been shown to
alter the amount of dark current in subsequent frames,
likely due to an increase in temperature of the imager itself
from heat generated by internal camera circuitry. Correc-
tion for dark current has been shown to be successful de-
spite this added complexity. Correction using single dark
frames, averaged master frames, and computed dark frames
using hot pixels as dark current indicators show improve-
ment in the levels of noise compared to the original frames.
In particular, the method of using past dark current behav-
ior and hot pixels on the imager as indicators to compute
dark frames has been shown to be comparable, and at times
better, than the use of an averaged master frame, as well as
being consistently more accurate than the use of a single
dark frame, the apparent method of choice designed to be
used by most consumer cameras. For the seven cameras we
analyzed, corrections using computed frames show a 40 to
72% decrease in the amount of noise compared to the origi-
nals. Computational dark frame correction also has the ben-
efit of being possible at any time after an image is taken,
and does not require dark frames taken at the identical tem-
perature, ISO setting, and exposure time as the original.
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